BOND GROUND WIRE |
TO LUG TO SUPPLY |
\

GROUNDING

\
1-TYPE I-PC JUNCTION BOX |
FOR POWER CIRCUIT

1-TYPE I-PC JUNCTION BOX
FOR COMMUNICATIONS

BOND GROUND WIRE TO
GROUND ROD INSIDE

JUNCTION BOX TO
SUPPLY GROUNDING

8'x 5/8"
COPPER COATED
STEEL GROUND
ROD CONNECT TO POLE
& SUPPLY GRGOUND

MOUNT ING
FLANGE
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No.6 BARE COPPER
GROUND WIRE

FREEWAY CCTV POLE DETAIL

GROUNDING LUG
;/////////////ﬁ ANCHOR BOLTS

CAMERA ENCLOSURE

PAN & TILT UNIT &
CAMERA CONTROLLER

RG-59 COAX CABLE
WITH DRIP LOOP

RS—422 CABLE MOUNTING
2—#6 (CCTV) FLANGE
1-#6 (GND)

IMSA 20-1 WITH

DRIP LOOP

RS—422 CABLE AND
2—#12 (CCTV)
1-#12 (GND)
IMSA 20-1 WITH
DRIP LOOP

WATERTIGHT CABLE
GRIP PRE-DRILLED, ‘
THREADED HOLE

=

E
J

CAMERA POLE

46"

5/8" WIDE
STAINLESS STEEL
METAL BANDS

=

COMMUNICATION CABLES
POWER CONDUCTORS

HAND HOLE

—

BASE PLATE |

SEE STD DWG AT12 FOR
FOUNDATION DETAILS

1-1 1/2"
CONDUIT
COMMUNICATION
CABLE

1-1 172"
CONDUIT
POWER CONDUCTORS

1-1 172"
COMMUNICATION CONDUIT
1-RG-59 COAX CABLE
1-RS—-422 CABLE

1-1 172"
POWER CONDUIT
2-#6 (CCTV)
1-#6 (GND)

FREEWAY CCTV POLE DETAIL
W/POLE MOUNT CABINET

POLE MOUNT CABINET
26" x 17 1/2" x 15"

3/4" RIGID
ENTRANCE ELBOW
WITH NIPPLES

DRILL AND TAP
3/4" HOLE

BOND GROUND WIRE
TO LUG TO SUPPLY
GROUNDING

1-TYPE I-PC JUNCTION BOX
FOR POWER CIRCUIT

1-TYPE I-PC JUNCTION BOX
FOR COMMUNICATIONS

BOND GROUND WIRE TO
GROUND ROD INSIDE
JUNCTION BOX TO
SUPPLY GROUNDING

8'x 5/8"
COPPER COATED
STEEL GRGOUND
ROD CONNECT
TO POLE &
SUPPLY GROUND

No.6 BARE COPPER
GROUND WIRE

&M\x“
1-TYPE 1-PC JUNCTION-LR=
BOX FOR POWER CIRCUIT

1-TYPE
BOX FOR COMMUNICATIONS

DOMED CCTV

CAMERAE
\

A"
l
Il
l
1-RG-59 COAX CABLE l

1-RS-422 CABLE I
POWER CONDUCTORS !
IMSA 20-1 WITH {
DRIP LOOP

2" RIGID METAL CONDUIT i
1-RG-59 COAX CABLE |
1-RS-422 CABLE ‘

WEATHER
//////ﬁiHEAD

2=#12 (CCTV) I RIGID CONDUIT
1-#12 (GND) STRAP WITH
IMSA 20-1 I 3'—4" SPACING
I )//
118
I
I 5/8" WIDE
POLE MOUNT CABINET ! STAINLESS STEEL
26"x 17 1/2"x 15" 44\\\ | METAL BANDS
i UNDER CONDUIT
I
EQ,
1-1 1/2" RIGID METAL U
CONDUTT COMMUNICATIONAA\\\\\\\T
CONDUCTORS \ CLASS 5 OR 6
} ,////7 WOOD POLE
1-1 1/2” RIGID METAL CONDUIT |
3-#6 CONDUCTOR Ty

1-BARE COPPER GROUND WIRE

(TYP)

Z0

i
B
Z

1-PC JUNCTION uy

==
= b
g

Al
[rm——
\.f»%\\ =
GROUND ROD CLAMP Sl | e

MINIMUM

8’ x 5/8"

COPPER COATED STEEL
GROUND ROD CONNECTED

TO POLE-MOUNTED CABINET

wooD CCTV

S

\‘§§§§“F
NO. 6 BARE
COPPER GROUND
WIRE

POLE DETAIL

W/POLE MOUNT CABINET

AT 11

v
v
o
T
=
o
o o
Z
(S
1%
2
>
o
o
o
a
[a
T
N
=
<
o
O
=
N N
g 8
Nw  Nw
o
% Q< |
S N=N=
= . -
zLJ S ]
OD e vl
[
—_—
= »
< =2
— O
o ©
5
G}
(=
Z <
<T QJES
[2 N
= =
T -
=
&g°
L
e
= ¥
=z
b x-
O
> 0 w
f _J w
nd =
x Bo |l =
< > < =
a = I3 |3
O
w = € |3
T a
[ o o
o < o
I a o T o«
< [« o
[ b o
5 z [
D o S [y L
E% =) w o
— & z0o |©
n > gL >
5 [E2 |5
=t
O <a |&-
w Ta |W
o o 16
-
w
Ll =
=
._J -
=
o o
o =
=
=
T
> &
o
— o
() &
<
(@) e
=
T
=
»
STD DWG




